




PVC
MODEL

SCREW DIAMETER mm 50 55 60 60 65 70 65 70 75 70 75 80 75 85 95 85 95 105
SHOT SIZE gr 520 628 748 873 1161 1190 1135 1317 1512 1530 1756 1998 2001 2570 3211 2883 3602 4401

INJECTION PRESSURE kg/cm2 2499 2066 1736 2307 1966 1695 2172 1872 1631 2177 1897 1667 2369 1884 1476 2133 1708 1398
CLAMPING FORCE ton 

CLAMP STROKE mm
MOLD HEIGHT mm

DISTANCE BETWEEN TIE-RODS mm
MOTOR RATED HP

MACHINE DIMENSIONS M 8.9x1.9x2.5

JW-660PVC

660
860

400~1000
880x880

80
11x2.47x2.36

JW-500PVC

500
800

300~900
820x820

60
7.3x1.7x2.1

JW-400PVC

400
700

280~760
720x720

50
8x1.8x2.3

JW-300PVC

300
600

220~700
630x630

50
5.67x1.42x1.86

JW-250PVC

250
550

220~650
580x580

40
6.57x1.58x2.06

JW-180PVC

180
450

150~550
480x480

30

MODEL
SCREW DIAMETER mm 95 100 105 100 110 120 110 120 130 120 130 140

SHOT SIZE gr 3759 4164 4592 4164 5039 5997 5459 6498 7626 8247 9679 ####
INJECTION PRESSURE kg/cm2 1786 1612 1462 1951 1613 1355 1861 1564 1332 1788 1524 1314

CLAMPING FORCE ton 
CLAMP STROKE mm
MOLD HEIGHT mm

DISTANCE BETWEEN TIE-RODS mm
MOTOR RATED HP

MACHINE DIMENSIONS M 13.4x2.8x2.6

JW-1450PVC

1450
1500

500~1400
1350x1200

160
15.3x3.06x2.7

JW-1200PVC

1200
1300

500~1300

135
1200x1100

11.62x2.57x2.41

JW-1000PVC

1000
1200

500~1200
1100x1000

120
13x2.76x2.55

JW-750PVC

750
1000

400~1050
960x960

100




